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Technical Data Sheet
Specification

Material NdFeB
Grade N38
Coating NI-CU-NI
Size D3*10mm
Magnetized direction Through 10mm direction
Weight 0.54 g/pc
Pull Force 1.6 KG±10%
Br 12.2 KGs
Coercive-Force Hcb ≥11.3 KOe
Instrinsix Coercive Force Hcj ≥12 KOe
(BH) Max 36 MGOe
Working Temperature ≤ 80℃
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Technical Data Sheet
Specification

Material NdFeB
Grade N38
Coating NI-CU-NI
Size D4*5mm
Magnetized direction Through 5mm direction
Weight 0.48 g/pc
Pull Force 1 KG±10%
Br 12.2 KGs
Coercive-Force Hcb ≥11.3 KOe
Instrinsix Coercive Force Hcj ≥12 KOe
(BH) Max 36 MGOe
Working Temperature ≤ 80℃



NINGBO BESTWAY M&E CO., LTD
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Technical Data Sheet
Specification

Material NdFeB
Grade N38
Coating NI-CU-NI
Size D6*1mm
Magnetized direction Through 1mm direction
Weight 0.22 g/pc
Pull Force 0.32 KG±10%
Br 12.2 KGs
Coercive-Force Hcb ≥11.3 KOe
Instrinsix Coercive Force Hcj ≥12 KOe
(BH) Max 36 MGOe
Working Temperature ≤ 80℃
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Technical Data Sheet
Specification

Material NdFeB
Grade N38
Coating NI-CU-NI
Size D7*5mm
Magnetized direction Through 5mm direction
Weight 1.46 g/pc
Pull Force 1.8 KG±10%
Br 12.2 KGs
Coercive-Force Hcb ≥11.3 KOe
Instrinsix Coercive Force Hcj ≥12 KOe
(BH) Max 36 MGOe
Working Temperature ≤ 80℃
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Technical Data Sheet
Specification

Material NdFeB
Grade N38
Coating NI-CU-NI
Size D8*10mm
Magnetized direction Through 10mm direction
Weight 3.82 g/pc
Pull Force 4 KG±10%
Br 12.2 KGs
Coercive-Force Hcb ≥11.3 KOe
Instrinsix Coercive Force Hcj ≥12 KOe
(BH) Max 36 MGOe
Working Temperature ≤ 80℃
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Technical Data Sheet
Specification

Material NdFeB
Grade N38
Coating NI-CU-NI
Size D13*1.5mm
Magnetized direction Through 1.5mm direction
Weight 1.51 g/pc
Pull Force 1 KG±10%
Br 12.2 KGs
Coercive-Force Hcb ≥11.3 KOe
Instrinsix Coercive Force Hcj ≥12 KOe
(BH) Max 36 MGOe
Working Temperature ≤ 80℃
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Technical Data Sheet
Specification

Material NdFeB
Grade N38
Coating NI-CU-NI
Size D13*3mm
Magnetized direction Through 3mm direction
Weight 3.03 g/pc
Pull Force 2 KG±10%
Br 12.2 KGs
Coercive-Force Hcb ≥11.3 KOe
Instrinsix Coercive Force Hcj ≥12 KOe
(BH) Max 36 MGOe
Working Temperature ≤ 80℃
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Technical Data Sheet
Specification

Material NdFeB
Grade N38
Coating NI-CU-NI
Size D14*1.5mm
Magnetized direction Through 1.5mm direction
Weight 1.75 g/pc
Pull Force 1 KG±10%
Br 12.2 KGs
Coercive-Force Hcb ≥11.3 KOe
Instrinsix Coercive Force Hcj ≥12 KOe
(BH) Max 36 MGOe
Working Temperature ≤ 80℃
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Technical Data Sheet
Specification

Material NdFeB
Grade N38
Coating NI-CU-NI
Size D14*3mm
Magnetized direction Through 3mm direction
Weight 3.5 g/pc
Pull Force 2 KG±10%
Br 12.2 KGs
Coercive-Force Hcb ≥11.3 KOe
Instrinsix Coercive Force Hcj ≥12 KOe
(BH) Max 36 MGOe
Working Temperature ≤ 80℃
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Technical Data Sheet
Specification

Material NdFeB
Grade N38
Coating NI-CU-NI
Size D20*1mm
Magnetized direction Through 1mm direction
Weight 2.39 g/pc
Pull Force 1 KG±10%
Br 12.2 KGs
Coercive-Force Hcb ≥11.3 KOe
Instrinsix Coercive Force Hcj ≥12 KOe
(BH) Max 36 MGOe
Working Temperature ≤ 80℃
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Technical Data Sheet
Specification

Material NdFeB
Grade N38
Coating NI-CU-NI
Size D20*2mm
Magnetized direction Through 2mm direction
Weight 4.78 g/pc
Pull Force 2 KG±10%
Br 12.2 KGs
Coercive-Force Hcb ≥11.3 KOe
Instrinsix Coercive Force Hcj ≥12 KOe
(BH) Max 36 MGOe
Working Temperature ≤ 80℃
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Technical Data Sheet
Specification

Material NdFeB
Grade N38
Coating NI-CU-NI
Size D25*6mm
Magnetized direction Through 6mm direction
Weight 22.39 g/pc
Pull Force 8 KG±10%
Br 12.2 KGs
Coercive-Force Hcb ≥11.3 KOe
Instrinsix Coercive Force Hcj ≥12 KOe
(BH) Max 36 MGOe
Working Temperature ≤ 80℃
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Technical Data Sheet
Specification

Material NdFeB
Grade N38
Coating NI-CU-NI
Size D25*25mm
Magnetized direction Through 25mm direction
Weight 93.27 g/pc
Pull Force 33 KG±10%
Br 12.2 KGs
Coercive-Force Hcb ≥11.3 KOe
Instrinsix Coercive Force Hcj ≥12 KOe
(BH) Max 36 MGOe
Working Temperature ≤ 80℃
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Technical Data Sheet
Specification

Material NdFeB
Grade N38
Coating NI-CU-NI
Size D30*15mm
Magnetized direction Through 15mm direction
Weight 80.59 g/pc
Pull Force
B

24 KG±10%
r 12.2 KGs

Coercive-Force Hcb ≥11.3 KOe
Instrinsix Coercive Force Hcj ≥12 KOe
(BH) Max 36 MGOe
Working Temperature ≤ 80℃
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Technical Data Sheet
Specification

Material NdFeB
Grade N38
Coating NI-CU-NI
Size D50*30mm
Magnetized direction Through 30mm direction
Weight 447.68 g/pc
Pull Force 80 KG±10%
Br 12.2 KGs
Coercive-Force Hcb ≥11.3 KOe
Instrinsix Coercive Force Hcj ≥12 KOe
(BH) Max 36 MGOe
Working Temperature ≤ 80℃


